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DEPARTMENT OF THE ARMY
NEW ENGLAND DIVISION, CORPS OF ENGINEERS
424 TRAPELO ROAD
WALTHAM, MASSACHUSETTS 02154

NFDFD-T 12 May 1957

DESIGN MEMORANDUM
‘ON
IMPROVEMENT DREDGING
PROVIDENCE RIVER AND HARBOR
RHODE ISLAND

PERTINENT DATA

1., Purpose; To review the authorlzed project modification,
arrive at a final plan of improvement, and to prepare an up-to-
date estimate of project cost based on more recent detailed field
surveys.,

2. Location: Providence River is a tidal estuary extending
northerly from the upper limits of Narragansett Bay about 8 miles
inland to the City of Providence. The upper 2~1/2 miles comprise
the Main Harbor which is that portion of the river south of Fox
Point and India Point and extending generally south of Field
Point., The LO-foot authorized Main Channel extends from deep
water in Narracansett Bay just south of Prudence Island Light
northerly to Fox Point at Providence.,

3., Project Authorization: River and Harbor Act of 27 Octo-
ber 1965,

k. Project Document: Senate Document No. 93, 88th Congress,
2nd Session, '

5. Recommended Project Plan:

A channel 4O feet deep, generally 600 feet wide
from deep water in Narragansett Bay Jjust south of
Prudence Island Iight to the turn below Field Point
at Providence, and thence up to 1,700 feet wide to
the existing project limit at Fox Point, with easing
of bends to a2 minimum radius of 5,000 feet and ex-
cluding the marginal strip 75 feet wide channelward
of the established harbor lines; and



A channel 30 feet deep and 150 feet wide, ex-
tending northeastward from the upper end of the ex-
isting project to the vicinity of India Point at the
mouth of the Seekonk River; zll generally in accord-
ance with the plan of the Division Engineer as showm
on the map accompanying his report and with such
modifications thereof as in the discretion of the
Chief of Engineers may be advisable,

6, FEstimated First Cost of Construction:

4.

b

LO=Foot Main Channel

TOTAL CONSTRUCTION COST
(Corps of Engrs, Funds Only

Aids to Navigation (Coast Guard) -

TOTAL PROJECT COSTS (Federal)

Non-Federal (Berth Improvements)
{Self-Liquidating)

TOTAYL (Federal and Required
Non-Federal Costs)

30=Foot India Point Channel

TOTAL CONSTRUCTION COST

- (Corps of Engrs. Funds Only)

Aids to Navigation (Coast Guard)
TOTAL PROJECTS COSTS (Federal)

Non-Federal (Berth Improvements)
(Self-Liquidating)

TOTAL (Federal and Required
Non-Federal Costs)

$14,130,000

53,000
$14,183,000

300,000

$14,483,000

$225,000

5,000
$230,000

55,000

$285,000



b. 30-Foot India Point Channel

Federal
Corps of Encineersa $13,200
Us S. Coast Guard 500
TOTAL FEDERAL $13,700
NON-FEDERAL $ 0

9. Benefit - Cost Ratios:

a. LO-Foot Main Channel
$765,500/$621,900 = 1,2 to 1
b, 30-Foot India Point Channel
$22,800/$13,700 = 1.7 to 1
c. qubihedwlmﬁfBVGﬁent
| $788,300/$635,600 = 1,2 to 1

10, Requirements of Local Cooperation:

a, Hold and save the United States free from damages
due to the construction works and maintenance of the proj-
scty and

b, Provide and maintain without costs to the United
States depths in berthing areas commensurate with those
in related project areas,



7. Benefits:

a, LO-Foot Masin Chamnel

Savings in transportation costs by
use of larger tankers and elimina-
tion of tidsl delays to present

tankers . $7652500
TOTAL BENEFITS LO-Ft. Main Channel $765,500

b. 30=Foot India Point Channel

Shifting vessels from India Street

to Field Point $ 3,600
Dockage and wharfage chsrges to

Field Point 2,800
Trucking charges from India Street

to Field Point 2,200
Pemurrace charges L o 7,200

L

TOTAL BENFFITS 30-Ft, Indie Pt, Channel $ 22,800

8. Annual Charges:

a., u0-Foot Main Channel

Federal
Corps of Ensgineers , $619,500
U. 8. Coast Guard 2,400
TOTAL FEPERAL $621, 900
NON-FEDNERAL $ 0
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REQUIREMENTS OF LOCAL COOPERATION

. 3+ The provisions of local cooperation, as required by docu-
ments authorizing the existing project and the improvements that
preceded it, have been fully complied with, The improvement con-
gidered in this design memorandum is the work authorized by the
River and Harbor Act of 1965, as described in paragraph 2, The
project modification was authorized subject to the requirements
that, prior to construction, local interests agreed to:

(a) Hold and save the United States free
from damages duse to the construction works and main-
tenance of the project; and

(b) Provide and maintain without cost to.

the United States d epths in berthing aress commensurate
with those in related project areas.

INVESTIGATIONS

4o Physical investigations carried out in support of the
survey report contained in Senate Document No. 93, 88th Congress,
2nd Session, were made in 1959, 1960, 1961, and 1962, The inves-
tigations consisted of hydrographic and probing surveys. Topog-
raphy was. taken from previous surveys and from U, S. C. & G. S.
Charts 236 and 278,

5. Additional probings, supplemented by borings and sound=
ing surveys, were accomplished in 1966, Detailed probingsg were
made on 600, 300, 100, and 50, snd 25 foot spacings in 1966, A
total of 24 core and drive borings were made in the probed areas,
The supplemental soundings were obtained in 1963 between North
Point and Sabin Point; and in 1965 in the vicinity of Popasquash
Neck; and between Prudence Island and Hog Island,

STATUS OF LOCAL COOPERATION

6. The reguirements of local cooperation, as specified by
the authorizing document are stated in paragraph 3 above, Formal
assurances were forwarded 28 April 1967 to the Director, Depart-
ment of Natural Resources, State of Rhode Island, and the City
of Providence and City of East Providence for signature, It is
expected that the State and Cities will each execute the necesw
sary assurances that the requirements of local cooperation will



DEPARTMENT OF THE ARMY

NEW ENGLAND DIVISION, CORPS OF ENGINEERS
424 TRAPELO ROAD
_ WALTHAM, MASSACHUSETTS 02154

NEDED-T | - 12 May 1967

PROVIDENCE RTVER AND- HARBOR
RHODE ISLAND

DESIGN MEMORANDUM

PROJECT AUTHORTZATION

1., The existing project for Providence River and Harbor
was authorized by the River and Harbor Act of 26 August 1937
(4. Doc. 173, 75th Cong., lst Sess,). The existing project
provides for an approach channel 35 feet deep at mean low
water and generally 600 feet wide through the river from deep
water of Narragansett Bav, opposite North Point on Popasquash
Neck, to the turn below Field Point, £.1 miles, and thence
about 2.5 miles with the same depth and of width ranging up
to 1,700 feet to Fox Point, excluding a marszinal strip 75
feet wide channelward of the established Harbor lines., The
exmstlna project was completed in 19h9, at a cost of
$2,322,029, _

2+ The uncompleted modification for the improvement of
Providence River and Harbor was authorized by the River and
Harbor Act of 27 October 1965 (S.D. 93, 88th Cong., 2nd Sess,).
The project, as suthorized, modifies the existing project to
provide for: :

A charmel LO feet deep, generally 600 feet
wide from deep water in Narragansett Bay just south
of Prudence Island Light to the turn below Field
Point at Providence, and thence up to 1,700 feet
wide to the existing project limit at Fox Point
with easing of bends to a minimum radius of 5,0
feet and excluding the marginal strip 75 feet wide
channelward of the established harbor lines; and

A channel 30 feet deep and 150 feet wide,
extending northeastward from the upper end of the
existing project to the vicinity of India Point at
the mouth of the Seekonk River; all generally in ac-
cordance with the plan of the Division Engineer as
shown on the map accompanying his report and with
such modifications thereof as in the diseretion of
the Chief of Encineers may be advisable.



that the cost to local interests would be of a major magnitude
and apparently far beyond finaneing that this Commission can
visualize, However, the Commission is not quite ready to drop
the idea entirely without exploring further with some of the
local industries the possibility of a smaller-scale develop-
ment of this nature, '

10, The Commission has no desire nor intention to delay
the advertising for bids on the Federszl channel dredging. It
does expect to spend apparently some months in exploring further
whether there is any feasible project that might be developed
in East Providence in comnection with the channel dredging, If
such a project is found, then the Commission intends to bring -
it up during the 3 to h year period of the Federal channel
dredging, _

JTOCATION AND TRIBUTARY ARFA

11, Providence River is a tidal estuary extending northerly
from the upper limits of Narragansett Bay about 8 miles inland to
the City of Providence. The upper 2-1/2 miles comprise the Main
Harbor, which is that portion of the river socuth of Fox Point and
India Point and extending generally south of Field Point. The
Outer Harbor consists of a 35-foot approach channel, dredged from
the Main Harbor southerly to a point just west of North Point.
The approach channel has a minirmum width of 600' and is about
8 miles long, The mean range of tide is 3.9 feet at Prudence
Island opposite Sandy Point, L.6 feet at Nayatt Point; and L.6
feet at Providence, The spring range of tide is 4.9 feet at
Prudence Island opposite Sandy Point, 5.7 feet at Nayatt Point,
and 5,7 feet at Providence.

12, The tributary area of the Port of Providence covers
approximately 2,000 square miles and consists of most of the
State of Rhode Island, the northeastern section of the State
of Connecticut, and extends into central and southeastern
Massachugetts, This area is contiguous with those of the near-
by ports of Boston, Fall River, and New Bedford., The exact
size of the area differs with the commodity involved, and for
the petroleum industry, it varies with the particular distribute
ing oil company., For this reason the exact population is in~-
determinate, but it seems conservative to state that it is in
excess of 1,250,000,

13. Metropclitan Providence is principally industrial
with well-diversified manufacturing, textiles, lace goods,

b



be met., It is currently estimated that the cost to local in-
terests for berth improvements will amount to $355,000,

7. Coordination with State and local interest hawe been
and are still in progress with respect to the project. In con-
nection with the above described assurances, at the request of
the Cities of Providence and East Providence, letters were sent
on 8 May 1967 to clarify the responsibilities of the Cities
with regpect to the indemnification requirement and the re-.
quirements for berth improvement.

8. On 25 April 1967, representatives of the Corps met
with the East Providence Industrial Development Commission and
with city. and State officials concerned relative to the feasi-
bility of relating a waterfront development in East Providence
with the Federal channel deepening project. The following
were those in attendance at the meeting:

Louis Guenther, Chairman, East Providence Indus-
trial Development Com-

mission
Everett G, Maillour, Vice Chairman, "
Roy Hendrikson, Secretary n
Dr., Holtz (absent), Member : "

-Henry Isé: Chief, R. I, Division of Harbors &
Rivers, Dept of Natural
. Resource
Joseph Savick, Acting City Manager, Fast Providence
George Caldow, Chief, Division Plamning, City of
Fast Providence
Jacob Harpootian, State Representative

9. The Industrial Development Commission was formed about a
year ago to find some way of attracting industry to East Provi-
dence, As a result of information concerning the imminent dredg-
ing of the Providence River channel, the Commission felt that
there might be a possibility of re~claiming waterfront land or
making new land over existing mud flats that could be developed
as a waterfront industrial site. The Chairman of the Commission
apparently is impressed with the possibility of starting a con-
tainer-ship operation in the Port of Providence and feels that
the large land areas required might be obtained in this fashion.
There waa considerable information given to the Commission in
this discussion relative to the problems that should be realized -
namely, poor foundation conditions, rather unsuitable character
of materials to be dredged for use as landfill, and extensive
dikes or bulkheads to hold the fill in place. It became apparent



FROJECT PLAN

16, The project plan includes the removal and disposal
of ledge rock and ordinary materials to a depth of LO feet in
the existing 35-foot channel, and the extension of that chan-
nel in a southerly direction for & distance of about five
miles to a point just south of Prudence Island Light, The
plan includes easing the critical bends by increasing the
minimum radius for two-lane traffic to at least 5,000 feet.
This would reguire the removal of Sabin Point Light and the
construction of a new light structure to the east of the
proposed channel limit, The plan also includes deepening
India Polnt channel to 30 feet for a width of 150 feet, to
a point opposite the Tidewater Terminal and Stevedoring Com~
pany Wharf,

- 17. In order to provide a clear channel depth of LO feet
in the main channel, the project plan involves the drilling,
blasting andremoval of about 15,000 cubic yards of ledge rock
to a required depth of 42 feet plus 2 feet of allowable over=
depth, and the dredging of about 8,500,000 cubic yards of or-
dinary material to a depth of LO feet plus 2 feet allowable
overdepth, The required L2-foot depth in rock areas is in
accordance with standard design criteria for removal of under-
lying rock to enable future project maintenance to a clear
depth of 4O feet, The two~-foot allowable overdepth provides
for inaccuracies in dredging process at the specified depth
and insures attainment of project depth., In addition, the
project plan involves the r emovsl and disposal of about 135,000
cubic yards of ordinary material to deepen the India Point chan-
nel to a depth of 30 feet, plus an allowable overdepth of 2 feet,

18. An evaluation of the materials to be excavated from
the Providence River and Harbor was made based on the results
of the boring and probing survey made in 1966, Consideration
was given to the possiblity of using the hydraulic method for
landfill, The predominant materials to be excavated are soft
organic silt and clay, glacial till and rock, with minor amounts
of silty sand, Shore and offshore placement of the above type
of materials would involve expensive retention structures in
view of soft mud formation of available areas along and adjacent
to the shore. Further, the materials to be dredged are con=-
sidered unsuitable for fill purposes and would result in an of-
fensive nuisance, Although some silty sand is expected to be



Jewelry, machinery, fabricated metals, and rubber goods being
among the leading products, Most of the highwgrade manufac-
tured products shipped cut of the area move by rail or truck,
the greater preponderance being routed through New York,
Providence i3 served by the main line of the New York, New Haven
and Hartford Railroad, which links the port both with the . .
tributary area and also all sections of the country having rail
facilities. The port is also served by trucking companies con-
necting Providence, by major highways, with all sectiona of New
England.

14, There are 27 water terminal facilities serving the
port of Providence, Three-fourths of all facilities have rail-
way connections,  Four facilities are owned by the City of
Providence and two by the State of Rhode Island,

15, At present there are ten wharves with major oil-handl-
ing capabilities, on the 35-foot main channel, These wharves
are 1isted beiows _

East Providence
Socony=Mobil 0il Company Wharf
Atlantic Refining Company Wharf
Mexican Petroleum Corporation and American 0il
Company Wharf - (Kettle Pt.)
Gulf 0il Corporation Pier
Wilkesbarre Pier

Providence
~ ¥MexIcan Petroleum Corporation and American 0il
Company Pier - (Public St.)
Harbor Junction Pier
Narragansett Electric Company (below Fox Pt.
barrier)
Sun 0il Company Wharf
Municipal Wharf

It is not necessary that all ten be improved to as-
sure full use of a deeper chamnel, It is expected that the more
important berths will be dredged immediately. Competition will
result in improvement to the other berths over the 1life of the
project as larger vessels come into use,

- On the India Pt. chamnel, there is only one wharf
currently engaged in commerce, This wharf, with a berth depth
of 22 feet, is owned by the Tidewater Terminal and Stevedoring
Co, This berth would have to be deepened to a depth commen-
surate with the proposed 30~=foot channel,



40-foot Main Chammel will be required, The current estimate of
cost is based on quantities determined from previously mentioned
surveys, and supplemented by more recent detailed probing and
boring surveys made in 1965, and more recent sounding surveys
made in 1963 and 1965 in parts of the Main Channel, Dredging
quantities are in terms of in-place measurement with a 2-foot
overdepth allowance, The materials to be encountered include
both rock and ordinary material, and the required grade for
rock was taken as two feet below project depth. All materisl
was assumed to be removed by bucket dredge, placed in a scow
and towed to a dumping ground in the ocean south of Narragan=-
sett Bay. Side slopes were assumed to be 1 vertical on 1 hor-
izontal in rock and 1 vertical on 3 horizontal in ordinary
material, Since the work will be accomplished under a con-
tinving contract over a period of an estimated L years, an
allowance for channel shoaling has been included in the quan-
tity estimates., Estimates of first cost are based on prices
prevailing in May 1967, and are tabulated below for the pro-
posed L0-foot improvement., The work contemplated will require
the removal of approximately 8,500,000 cubic yards of ordinary
material, and 15,000 cubic yards of rock from the Main Channel,
and 140,000 cubic yards of ordinary material from the 30-foot
India Point channel.



excavated, it i3 considered to be impractical and uneconom-
ical to delineate these areas from the point of view of the
elaboraste field explorations required to define the areas,
and secondly, the involvement of two types of overlapping
dredging operstions,

19, In addition, in view of the developed areas along
the project route, the recreational aspects of the surround-
ing areas, the conservation principles of other Federsl and
State agencies for the preservation to marshlands for fish
and wildlife resources, and eliminaetion or minimization of
pollution, it is considered highly improbable that sufficient
areas for disposal of the volume of materials to be excavated
could be made available, Accordingly, it is considered that
the mogt practical and economical manner of acceomplishing the
work. will be by means of a bucket dredge with dispeosal in a
dumping ground at sea, south of Narragansett Bsy. Disposal
at sea, as proposed, is being coordinated with the U. S, Fish
and Wildlife Service and the Federal Water Pollution Control -
Administration in accordance with regulations,

DEPARTURES FROM PROJECT DOCUMENT PLAN

20, The present project plan is the same as that recome
mended in the authorizing document and authorized by Congress,
With the exception of refinement of the project cost estimates
based on more detailed field investigation completed during
the planning phase, no changes in the document project plan
have been made, Overdepth allowance presently contemplated
are the same as those used in the authorizing document,

COST ESTIMATES

21, The estimate of project cost determined in the
authorizing document was based on probing and boring sur-
veys made from 1938 through 1943, during the deepening of
the present channel to 35 feet. Additional random drive
probings were taken in 1962, Soundings were taken by fathom-
eter and are from surveys of 1959, 1960, 1961, and 1962, It
was estimated that 8,800,000 cubic yards of ordinary material,
and 25,000 cubic yards of rock would be required to be removed
from within project limits from the L0O-foot Main Channel, and
135,000 cubic yards of ordinary material would be required to
be removed from the 30-foot India Point Channel. The removal
of Sabin Point Light from within the project limits of the



22, CURRENT ESTIMATE OF COSTS (May 1967)

i0=-Foot Main Channel

Dredging
Ordinary Material :
8,500,000 ¢y @ $1.30/cy o $11,050,000
Rock - 15,000 cy @ $30/cy 150,000
Removal of Sabin Pt. Light . 20,000
$11, 520,000
Contingencies 15% 730,000
TOTAL CONTRACT COSTS
(40-Ft, Main Channel) _ $13,250,000
Engineering and Design- | 350,000
Supervision and Administration 530,000
"~ TOTAL CONSTRUCTION COST
(Corps of Engrs Funds Only) - $14,130,000
Aids to Navigation {Coast Guard) 53,000
TOTAL PROJECT COSTS (Federal) $11,183,000%
Non~Federal (Berth Improvements) 300,000
(Self-Liquidating)
TOTAL (Federal and Required
Non-Federal Costs) $1h,L83,000

# Exclusive of $55,000 Preauthorization Studies



22. CURRENT ESTIMATE OF COSTS (May 1967) (Cont.)

30-Foot India Point Channel

Dredging

Ordinary Material
140,000 ey @ $1.30/cy

Contingencies 15%

TOTAY, CONTRACT COSTS :
(30-Ft. Indian Pt. Channel

'<Engineering and Design

Supervision and Administration

TOTAL CONSTRUCTION COST :
{Corps of Engrs Funds Only)

Aids ‘to Navigation (Coast Guard)

TOTAL PROJECT COSTS (Federal)

Non-Federal (Berth Improvements)

(Self=-liquidating)

TOTAL (Federal and Required
Non-Federal Costs)

¥ Excludes $2,000 Pre-suthorization Studies

10

$182,000
27,000

10,000
$225,000



23, COMPARISON OF COSTS (Cont,.)

30-Foot India Point Channel

Channel Dredging

Contingencies 15%
TOTAL CONTRACT
Engineering & Design

Supervisgsion &
Administration

TOTAL COSTS
(Corps of Engrs.)

Aids to Navigation
{Coast Guard)

TOTAL COST FEDERAL

Non-Federal Berth
Improvements

TOTAL (Federal and

.Required Non-Faderal

Costs)

Dogcument
Estimate
(Dec 1962)

135,000

@ $1,20
$160,000

2k, 000
$18L,000

6,000

10,000

$202,000%

5,000
$207,000

502000

$257,000

Latest
Approved
Estimate

Jan

135,000

@ $1.20
$160,000

2li,000
$184,000
6,000

10,000
$202,000%

5,000
$207,000

50,000

$257,000

#* BExcludes $2,000 Pre~authorization Studies

12

Current
Eatimate
ay

140,000
@ $1.,30
$182,000

27,000
$209, 000
6,000

10,000

$225,000%

5,000
$230,000

55,000

$285,000



23.

COMPARISON OF COSTS

10-Foot Main Chammel

Channels Dredging
Rock Removal

Removal df Szbin
Pt, Light

Contingencies 15%
TOTAL CONTRACT
Engineering & Design

Supervisioh &
Administration

TOTAL COSTS

Ajids to Navigation
{Coast Guard)

TOTAL COST FEDERAL

Non~-Federal Berth
Tmprovements {Self-
Tiquidating)

TOTAL (Federal and
Required Non=Federal
Costs)

K%'. p
Late

st

dnded

Documant Approved ; Current
Estimate Estimate / Estimate
&c an (May 1%87)
8,800,000 8,800,000 8,500,‘000/
@ $1,20 ! $1,20 @ $1,30 -
$10,560,000 %20,560,000  $11,050,000
25,000 25,000 15,000-.-
$750,000 $750,000 $1150,000- "~
20,000 20,000 20,000
$ 1,700,000 $ 1,690,000 $.1,730,000
$13,030,000 $13,020,000 $13,250,000
150,000 350,000 350,000
520,000 530,000 530,000
$13,700,000% $13,900,000% $14,130,000%
53,000 53,000 53,000
$13,753,000 $13,953,000 $114,183,000
275,000 275,000 300,000
$14,028,000 $14,228,000  $1k,L83,000

# Exludes $55,000 Pre-authorization Studies



estimated quantity is 3 months, Present project schedule, con-
tingent on funding and fulfillment of the requirements of local
cooperation is as follows:

Issue advance notice T 15 May 1967
Issue Plans & Specifications 26 May 1967
Open bids ‘ 23 June 1967
Award contract 28 Juna 1967
Start construction 15 July 1967
Complete construction 30 June 1971

27. Time required for completion of the entire vroject is
48 months. Fund reguirements for the above schedule is as
followss ,

India Pt,
Main Channel Channel
 Allotted to 30 June 1966 . $ 168,000
Fiscal Year 1967 400,000
Fiscal Year 1968 3,500,000
Fiscal Year 1969 3,500,000
' Fiscal Year 1970 3,500,000
Fiscal Year 1971 = 3,065,000 $225,000
$14,130,000 - $225,000

OPERATION AND MAINTENANCE

28, Maintenance of the project iz the responsibility of
the United States and will consiat of pericdic dredging to re-
store project depths within the limits of the authorized Federal
project modification, The additional anmual maintenance cost
is estimated at $20,000 based on an average annual dep031tion
over the dredged area lh 000 cubic yards, :

BENEFITS

29. The benefits expecﬁed to accrue from construction of
the improvement are the same as those in the authorizing docu-
ment.,

30. Benefits for the LO«foot Main Channel have been based

on the savings in transportation costs of petroleum products by
the use of larger oil tankers and the reduction in tidal delay

to tankers already in use,

14



31. Definite intangible benefits will result from easing
the bends in the existing channel, - No monetary value has been
placed on the effect of the proposed smoother bends, however
the larger radii should result in savings both in operating
costs and also in the reduction in hazard- :to navigation. In
the past there have been many instances when incoming tankers
have almost run aground due %o the sharpness of the channel
bends, No serious mishaps have occurred as:yet, but there is
a strong possibility that a serious catastrophe could occur
unless the radii of the critical bends are: 1engthened.

32. Benefits to the India Point Channel have been based
on the eliminstion of additional vessel charges and the re-
duction .in loading costs caused by the present practice of
loading at two terminals,

33. The cargo required to complete the loading at Field
'Point must be shifted from the India Stieet términal by truck
to Field Point, In addition, the loading facilities at Field
Point are much less efficient than those at the India Street
terminal,. - Extra costs are incurred in shifting vessels to
Field Point, in dockage and wharfage fees at Municipal Wharf,
in trucking cargo between terminals, and in the reduced 1oad- .
ing efficiency at Municipal Wharf.

34, The benefits anticipated to accrue from the improve-
ment are summarized as follows‘
SUMMARY OF BENEFITS

=Year Project lLife)

- 10-Foot Main Channel

Savings in transportation costs
by use of larger tankers and
elimination of tidal delays to

present tankers . | $765,500
 TOTAL BENFFITS LO-Foot Main Channel $765,500

15



!

Federal Annual Charges

fInvastment oo
“Project Life

Interest and Amortization (3-1/8 ).-
Additional channel maintenance -

. .Annual Maintenance Navigation Aids

Federsl Annual Charges
© *h0=foot Main Channel -

‘30=foot - india Point Channei
Federal Investment

First Cost—Corps of Englneers

'First Cost-Coast Guard
Total Federal Investment:

(30-foot India Point Channel)

Federal Annual Charges

- Investment - -

- Project Life ‘
Intereat and Amortization (S-I/Bp)
Annual Maintenance Channe;
Anmmal Maintenance Navigation Aids

Federal Annual Charges :
- (30=foot India Point Channel)

fa $i5;o66;6oO

'S0 years

599,500 - -

20,000

-2;&00”

§ 621,900

$ 225,000

5,000
-$ 230,000 .

$ 230,000.
50 years
9,2Q0
14,000
500

$ 13,700

=z [ &=

36, LO=foot Main Channel =~ A comparison of annual benefits
of $765,500 to the estimated annual charges of $621,930 for the
LO~foot Main Channel yields a current benefit-cost ratio of 1.2

to 1.

37+ 30«foot India Point Channel = A comparison of annuel
benefits of $22,800 to the estimated annual charges of $13,700

for the 30-foot India Point Channel yields a current benefite

cost ratio of 1,7 to 1,

17



38, Combined Improvement - A comparison of annual benefits
of $788,300 to the estimated annual charges of $635,600 for the
combined 4O=foot Main Channel and the 30-foot India Point Channel
yields a current bensefit=-cost ratio of lé2 to l.

RECOMMENDATIONS

39. The plan of improvement proposed in this design memoran- 
dum provides for:

A channel L0 feet deep, generally 600 feet wide from deep
water in Narragansett Bay just south of Prudence Island Light to the
turn below Fleld Point at Providence, and thence up to 1,700 feet
wide to the existing project limit at Fox Peint, with easing of bends
to & minimum radius of 5,000 feet and excluding the marginal strip

75 feet wide channelward of the established harbor_lines, and

. A channel 30 feet deep and 150 feet wide, extending northe~
eastward from the upper end of the existing project to the vicinity
of Tndia Point at the mouth of the Seekonk River; all generally. in .
accordance with the plan of the Division fngineer as shown on the map -
accompanying his report and with such modifications thereof as in the
discretion of the Chlef of Engineers may be adv1sable. _ - : §

The plan is the same as that recommended in the authorizing document ~
and authorized by Congress. This project plan will serve adequately . : !
the present and prospective needs of the harbor and economically is .
justified, provided the 30=foot India Point Channel would be commer~
cially used for deep draft vessels, However, there are strong

indications of plans for urban redevelopment in this area in

which case a channel of lesser depth would be adequate and would:
eliminate the need for the authorized 30=foot depth. It is recommend-

ed that the LO-foot Main Chamnnel portion of the autherized project be
constructed as described. It is further recommended that construction

of the 30-foot India Foint Channel portion of the authorized project

be deferred until a later date when a more definite plan for its need

is determined. :

an

-'4'-;_\\:;'

Incl - Map (In 2 sheets)
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